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BITUMINOUS CONCRETE SURFACE — BITUMINOUS CONCRETE SURFACE
COURSE, SUPERPAVE, MIX “D”, N30, 1 /2 7 \ / COURSE, SUPERPAVE, MIX "D”, N80, 1 1/2 10" 10" ___ LARGEST OUTSIDE DIMENSION + 12
e o CONCRETE COLLAR ‘
BITUMINOUS, SURFACE S ~ C X
REMOVAL 172" ) . LEVELING BINDER (MACHINE METHOD), % .
2 ? SOPERPAVE, N3O, 17 X | ) . &
& 3 -— BITUMINOUS SURFACE REMOVAL 1Y/ 8 ——— T +
+ 4
z & z ! 3 =
5 = =1 ‘ P4 b
= 9 4 1%} z
n Z 2 | z |
z s g g z
BEGINNING OF PROJECT z 8 § \ = a
[=] b
) w 8 o J ] =]
S & 2 | 3 7]
= -
25 2 \ 2 E}
3 ° | —
N @
— e <
e %
: 1
: SIDE VIEW \ WIRE MESH WRAPPED AROUND PIPE END V
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_GENERAL NOTES: — —_—
o RESAe Ao 1. CLASS SI CONCRETE SHALL BE USED THROUGHOUT.
7 B[TumNouspcgycczETEM SURF ACE . 2. WHEN CONCRETE COLLARS ARE USED TO CONNECT
2 i COURSE. SUPERPAVE, MIX "D, N30, 1'1/2 PIPES OF DIFFERENT OUTSIDE DIMENSIONS, THE
& CONCRETE COLLAR SHALL BE FORMED USING THE LARGEST
OUTSIDE DIMENSION. (SEE END VIEW)
| 3. THE WIRE MESH SHALL WEIGHT NOT LESS THAN 54 POUNDS
CONCRETE LEVELING BINDER (MACHINE METHOD), PER 100 SQ. FT.
T S NG MILLING SUPERPAVE, N3O, 17 4. CONCRETE COLLARS WILL BE PAID FOR AT THE CONTRACT
LEVELING BINDER (MACHINE METHOD), - BITUMINOUS 2 UNIT PRICE, CU. YD, FOR CONCRETE COLLARS INCLUDING
SUPERPAVE, N30, 1” b ALL MATERIAL AND LABOR SPECIFIED TO COMPLETE THE
BITUMINOUS SURFACE REMOVAL 1//p" = « WORK IN PLACE.
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SUPERPAVE, N30, 1 . NAME ILLINOIS DEPARTMENT OF TRANSPORTATION
BITUMINOUS BASE
COURSE SUPERPAVE 10%,"
! MISCELLANEOUS DETAILS
BITUMINOUS SURFACE
REMOVAL - BUTT JOINT SYCAMORE ROAD
STA. 252+21.13 (IL ROUTE 143 . . FAP ROUTE 789
SECTION 125-R
MADISON COUNTY




